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T0 CHADDS FORD ROAD SEE NOTE 15 : O - ONE HANDHOLE IN BREAK AREA TO BE REMOVED ' / "ﬂ J——
SEE INTERCONNECT PLAN  ONE HANDHOLE IN BREAK AREA TO REMOVE ; | LOCATED 137 FT FROM_STOPLINE AND AND ONE
| - IANDHOLE IN BREAK AREA TO REMOL : HANDHOLE TO INSTALL LOCATED i394 FT FROM STOPLIN
—— | ; GENERAL NOTES | - |
CONSTRUCTION DETAILS SHA_RIGHT-OF-WAY ‘1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROFOSED SIGNAL EQUIPMENT.
‘2. IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
A INSTALL SPECIAL 27 FT. STEEL POLE WITH A 75 FT. MAST ARM, FOUNDATION, TRAFFIC SIGNAL HEADS, VIDEO DETECTION CAMERA, SIGNS, AND 20 FT.UGHTING ARM "3. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILZING MDSHA STANDARD PLATES FOR TRAFFIC CONTROL.
WITH 250 WATT HPS LUMINAIRE. (NOTE: 1-3 IN.PVC 90 DEGREE BEND) 4. SEE TRAFFIC CONTROL PLAN FOR DETAILS ON MAINTENANCE OF TRAFFIC.
B. INSTALL 27 FT. STEEL POLE WITH A 70 FT.MAST ARM, FOUNDATION, TRAFFIC SIGNAL HEADS, VIDEO DETECTION CAMERA, SIGNS, AND 20 FT.LIGHTING ARM WITH 250 5. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING.
WATT HPS LUMINAIRE. (NOTE: 1-8 IN. PVC 90 DEGREE BEND) 6. VIDEO CAMERA LOCATIONALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
C. USE EXISTING ELECTRICAL HANDHOLE 7. SEE DETAIL THIS SHEET FOR SIGNAL HEAD, VIDEO DETECTION CAMERA,AND SIGN LAYOUT.
D. USE EXISTING ELECTRICAL CONDUIT 25" 8. WITHIN 36 IN.OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXGAVATE FOR FOUNDATION AND CONDUIT BY HAND.
]
E %Aﬁsma TRAFFIC SIGNAL CABINET i 9. ALl PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
: ELECTRICAL HANDHOLE ; 10. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
G. INSTALL 8 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) . no : - 1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,
§ H. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED PRIOR YO ROAD CONSTRUCTION) — —— HIGHEST ROADWAY PROFILE FOR OPEN SECTIONS, TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, AND MD 818.04.
J. INSTALL 8 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) T THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION
K. INSTALL 4 IN.SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED) 28 OF ALL SIGNAL EQUIPMENT.
| L. INSTALL NON-INVASIVE MICROLOOP PROBE (SET OF THREE OR FOUR) . STATE OF MARYLAND
M. EXISTING EQUIPMENT TO BE REMOVED AS PART OF THE ROADWAY EXCAVATION OR ABANDONED 6.5~— 8 T 12. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED WIRING. DEPARTMENT OF TRANSPORTATION
N. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL EQUIPMENT. NOTE: REMOVE ALL FOUNDATIONS g 22 —+* | 13. THE CONTRACTOR SHNLAENSUFE%THE Exg“ggm Eﬂﬁ%ﬁm"’s STATE HIGHWAY ADMINISTRATION
- 12 INCHES BELOW GRADE. - 19 CONSTRUCTION DETAILS (CONT.) - OPERATIONAL UNTIL. THE MODIFIED TRAFFI '
0. ABANDON BXISTING CONDUIT (CAP AT THE NEAREST HANDHOLE) 14 23 T ¥ 14. THE CONTRACTOR SHALL CONTACT MR.ED RODENHIZER 72 HOURS IN ADVANCE OFFICE OF TRAFFIC & SAFETY
P. INSTALL 24 INCH WHITE THERMOPLASTIC PAVEMENT MARKINGS (FOR STOP LINE) 9 T4, U. INSTALL METERED SERVICE PEDESTAL (NOTE: 2-3 IN.AND 1-4 IN. PVC OF SIGNAL CONSTRUCTION. TRAFFIC ENGINEERING DESIGN DIVISION
Q. INSTALL GROUND MOUNTED SIGNS ON ONE 4 IN.X 6 IN.WOOD POST | T b T 90 DEGREE BENDS) 15. THE CONTRACTOR SHALL BORE PORTION OF 3 INCH CONDUIT UNDER STORM
R CUT AND ABANDON EXISTING LOOP DETECTOR ‘ 14 10 V. REMOVE EXISTING ELECTRICAL SERVICE EQUIPMENT FROM E)GSHNG DRAIN STRUCTURES ON THE WEST SIDE OF US 301. UsS 301 (CRA'N H“;HWAY) AT
" S. 'INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED)- FOR UNDERGROUND POWER - . 10 w4 e CABINETCAP KNOCKOUT. S - CLYMER DRIVEMATAPEAKE BUSINESS DRIVE
SERVICE. THE CONTRACTOR SHALL CAP, MARK,AND LEAVE A ONE FOOT STUB WITH PULL STRING AT BASE T 1  W. INSTALL 3 INCH SCHEDULE 80 RIGID PVC ELECTRICAL CONDUT
OF UTIITY POLE FOR USE BY OTHERS. 12 (TRENCHED). USE EXISTING 3 IN. | ,
T CONDUTT (TRNOLED) — FOR PROPOSCD TEEPHION ' 2571 TET T x NGtk + N SoHEmRe 30 b PYe BLecTmicAL conour | PROVALS TRAFFIC SIGNALIZATION PLAN
" CONDUIT (TRENCHED) - FOR PROPOSED TELEPHONE 35 19 REVISIONS
SERVICE. CAP AND MARK CONDUIT, AND LEAVE A UTILITY _LEGEND 4T (IRENCHED) - FOR UNDFRGROUND. o D LEAVE A e '
1F7.STUB WITH PULL STRING AT UTILITY POLE FOR , POWER SERVIC CONTRA SHALL MARK o ———— ) N
USE BY OTHERS. SD—— STORM DRAIN - 05 ONE FOOT STUB WITH PULL STRING AT BASE OF UTILITY POLE FOR USE SCALE DATE - CONTRACT NO _
! ‘ BY OTHERS. :
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